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In  our  const a nt ly e vo lving  w or ld  a nd busine ss,  t e chn ica l  upg r a de s ha ppe n e ve r y da y.  T h is me a ns a l l  pr oduct  spe ci f ica t ions a nd da t a  a r e  sub je ct  t o  cha ng e  w i t hout  w a r n ing  in
or de r  t  impr ove  r e l ia b i l i t y,  f unct ion ,  pe r f or ma nce  or  o t he r w ise .  We  ma ke  e ve r y e f f or t  t o  e nsur e  t he  a ccur a cy o f  our  pr oduct  ima g e s,  how e ve r  due  t o  d i f f e r e nt  l ig ht ing  a nd
scr e e ns use d f or  vie w ing ,  t he  co lour s ma y va r y.  Ima g e s a r e  ind ica t ive  o f  t he  qua l i t y a nd st yle  o f  t he  pr oduct  but  ma y not  r e pr e se nt  t he  pr e cise  de t a i ls o f  t he  pr oduct  you
r e ce ive .  T h is is be ca use  w e  a r e  const a nt ly w or king  t o  ma ke  impr ove me nt s.  F or  a e st he t ic r e a sons,  ca b le s a nd/ or  e le ct r ica l  e le me nt s a r e  o f t e n  not  show n. Re f e r  t o  t e chn ica l
da t a  she e t s f o r  a l l  t e chn ica l  da t a .  Ima g e s a nd co lour s a r e  not  pa r t  o f  a ny cont r a ct  or  w a r r a nt y in  a ny w a y.

F6582030 Black

Serena

Designed by Patricia Urquiola, 2015

15W - 643lm - 2700K - CRI> 90

Adjustable table lamp providing indirect and re�ected light. Extruded aluminium

heatsink, photoengraved black PC cut-off, photoengraved optical PMMA diffuser.

Re�ector in sheared and folded pre-anodized aluminium. Power cord length 200 cm,

with  dimmer switch that provides ON-OFF functions and 10-100% light adjustment.

Plug-in power supply with interchangeable plugs

Are you a professional and your project needs

consulting and support?
BOOK AN APPOINTMENT

Main speci�cations

EAN 8059607006610

Mounting Table

Enviroment Indoor dry location

Light source type LED

LED type LED Module

Lamp holder LED Module

Number of heads 1

Power (W) 15

System �ux (lm) 643

Physical

Colour Black

Net weight (kg) 1.2

Package volume (m3) 0.02

IP 20

IP external 20

Download

Mounting instructions PDF

Mounting instructions PDF

Spare Parts PDF

Photometric Files

LDT / IES LDT

Technical Drawings

2D ZIP

3D ZIP
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https://flospro.s3.eu-central-1.amazonaws.com/product-assets/5C6649FEFE2476E1843CE1D91411CD97/Mounting_Instruction_ALIM.E_PLUGS_FUHUA_UES18LCP1_27593.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/455810D5E67843838C8688561AE12E8B/Mounting_Instruction_SERENA_31992.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/E58A22AF48F211221B6A03BDA3E764CC/F6582030-serena-flos-spare-parts-sheet-EN.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/95F9429534553F23727C0884E094B280/F65820WSERENA_T_13W-LED.LDT
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/48BACD336468F1B308EA9BABC61848D4/03-Serena-T-2D.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/9F9BC5C4EE7D535D96DCC183F882DC80/04-Serena-T-3D.zip
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da t a  she e t s f o r  a l l  t e chn ica l  da t a .  Ima g e s a nd co lour s a r e  not  pa r t  o f  a ny cont r a ct  or  w a r r a nt y in  a ny w a y.

Schematic light drawing

Photometric

Lighting type Indirect

Light distribution Asymmetric

CCT (K) 2700

CRI> 90

Electrical

Insulation class III

Frequency (Hz) 50/60

Main voltage (Vac) 100-240/24

Driver Remote included

Dimming type Electronic 12V

Plug type Type G, Type A, Type
C

Batteries inside No

Charging min time No

Ecodesign and Energy

Labelling

This product contains a light

source of energy ef�ciency

class F

Replaceable (LED only)
light source by a
professional

Replaceable control
gear by an end-user
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Spare Parts

F6581030

Black leaf re�ector 

RF3320100

Black plug assembly kit & 24V

driver

RF6580100

Kit with magnet for re�ector 

RF6605100

Jack plug with coaxial cable and

dimmer
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